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APPENDIX A

ANALYTICAL DATA TABLES

Hansville General Store RI/FS Report
Hansville, Washington
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Table 1. Summary of Analytical Results - Captains Landing, Hansville General Store

Groundwater samples collected on April 3, 1990.

Ethyl- Total
Benzene Toluene benzene Xylene

Well ID (ppb) (ppb) (ppb) (pph)
CL-1 <1.0 <1.0 <1.0 <20
CL-4 3000 <40 490 2500
CL-S <10 <1.0 <10 <2.0
DP-1 1300 <40 110 280
DP-2 1200 <40 <40 <80
DP-3 <1.0 4.1 <1.0 <2.0
DP-4 53 55 <1.0 22
Model Toxics
Control Act (MCTA)
Clean-up

Guideline 5.0 40.0 20.0 20.0
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" Table 2. Summary of Analytical Results - Captains Landing, Hansville General Store

Groundwater samples collected August 22, 1990.

TPH as Ethyl- Total
Gasoline Benzene Toluene benzene Xylene
Well ID (ppm) (pph) (ppb) (ppb) (ppb)
CL-1 <10 1.8 <1.0 - <1.0 <2.0
CL-4 <10 3500 20 360 1800
CL-5 <10 <1.0 <1.0 <1.0 <2.0
GS-1 120 5400 12000 1300 14000
GS-2 <10 2500 24 180 2300
GS-3 - <10 7T6L 1.4L 4.1L 31L
Model Toxics
Control Act
Clean-up

( Guideline 1 - 5.0 40.0 20.0 20.0

Note - "L" indicates low surrogate recovery value.
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CAPTAIN’S LANDING RESORT UST SITE, HANSVILLE, WA.

Table 1, Soil Samples - December 4, 1989 (collected by Northwest EnviroService, rlnc.l

TPH Ethyl- Xylenes:
Sample (418.1) Benzene Toluene benzene para meta ortho

1D, (ppm)  (ppm) (ppm) (ppm)  (ppm) (ppm) (ppm)

891206-G

(bottom

composite,

2,000 gal tank) 27 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01

891206-H

(sidewall

composite,

2,000 gal tank) 176 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01

891206-1

(bottom

composite,

500 gal tank) 2,201 54.5 41.4 40.7 733 753 698

891206-J
(sidewall
composite,
500 gal tank) 801 15.7 8.66 11.6 213 28.0 228

Ecology Draft Xylenes

Clean-up Goals 200 660 143,000 14,000 Not Addressed
(August, 1988)
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CAPTAIN’S LANDING RESORT UST SITE, HANSVILLE, WA.

Table 2. Soil Samples - January 17, 1990 (collected by Parametrix)

TPH Ethyl- Total
Sample (8015) Benzene Toluene benzene Xylenes
LD. (ppm) (ppb) (ppb) (ppb) {(ppb)
N. Sidewall 3,300 <350 9,700 5,800 84,000
S. Sidewall 61 <61 <61 100 270
E. Sidewall | <25 <60 <60 <60 <60
W. Sidewall 1,300 <300 5,300 | 6,900 53,000
Bottom 150 <130 380 580 4,600
Ecology Draft Xylenes

Clean-up Goals 200 660
(August, 1988)

143,000 14,000

Not Addressed
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CAPTAIN’S LANDING RESORT UST SITE, HANSVILLE, WA,

Table 3. Soil Samples - February 5, 1990 (collected by Parametrix)

TPH Ethyl- Total
(418.1) Benzene Toluene benzene Xylenes
Boring Depth  (ppm) (ppb) (ppb) (ppb) {(ppb)
CL-1 2.5 140 <57 <57 <57 <110
5.0 26 <60 <60 <60 <120
CL-2 25 57 - 81 <63 120 500
5.0 <10 <61 <61 <61 <120
CL-3 235 100 200 <62 <62 120
5.0 50 230 <65 <65 84
7.5 <10 <62 <62 <62 <120
CL-4 25 - 100 150 <59 <59 130
5.0 <10 130 <61 <61 180
CL-5 25 75 <60 <60 <60 <120
\ 5.0 <10 <61 <61 <61 <120
Ecology Draft Xylenes
Clean-up Goals 200 660 143,000 14,000 Not
(August, 1988) _Addressed
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CAPTAIN’S LANDING RESORT UST SITE, HANSVILLE, WA.

Table 4. Soil Samples - April 11, 1990 (collected by Parametrix)

TPH  TPH Ethyl-  Total
Sample (418.1)  (8015) Benzene Toluene benzene Xylenes
1D, {ppm)  (ppm) (ppb)  (ppb)  (ppb)  (pph)
North
Sidewall 1 <10 w25 <54 <54 <54 <110
North :
Sidewall 2 <10 NA <54 <54 <54 <110
West
Sidewall 1 3,200 5,500 <4300 55000 46,000 320,000
West ; :
Sidewall 2 3,300 NA <4,200 80,000 47,000 310,000
Ecology Draft Xylenes
Clean-up Goals 200 660 143,000 14,000 Not Addressed
(August, 1988)
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CAPTAIN’S LANDING RESORT UST SITE, HANSVILLE, WA,

Table 5, Soil Samples - September 20, 1990 (following ventilation treatment)

TPH Ethyl- Total
Sample (8015) Benzene Toluene benzene Xylenes
1D, (ppm) (ppb)  (ppb) {(ppb) (ppb)
A-1 <25 <51 <51 <51 <100
B-1 <25 <51 <51 <51 <100
C-1 ‘ <25 <51 <51 <51 <100
D-1 <25 <51 <51 - <51 <100

Model Toxics
Control Act
Draft Compliance

Clean-up Levels 100 500 40,000 20,000 20,000
(June, 1990) ‘

Pavametric 197]
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Table 1.

mma

f Analytical Results -

ing Landin

Ground Water Samples 8-22-90, 4-03-90, and 2-03-90

Well ID
CL-1 (8-22-90)
CL-1 (4-03-90)

CL-1 (2-03-90)

CL-4 (8-22-90)
CL-4 (4-03-90)

CL-4 (2-03-90)

CL-5 (8-22-90)
CL-S (4-03-90)
CL-5 (2-03-90)
MTCA

Clean-up
Guideline

Gaso-
line
(ppm)
10ND
NA

SND

10ND
NA

SND

10ND
NA

S0ND

1

Benzene

(ppb)
1.0ND

1.OND

3.0

3500
3000

2100

1.OND
1.0OND

1.OND

5.0

Toluene

{ppb)
1.0ND

L.OND

1.0

20
40ND

40ND

1.0ND
1.OND

1.0ND

40.0

Ethyl-
benzene

{ppb)
1.0ND

1.OND

1.OND

360
490

410

1.0ND
1.0ND

1.0ND

20.0

Total
Xylene

(ppb)
2.0ND
2.0ND
1.4

1800
2500

1900

2.0ND
2.0ND

20ND

20.0

Note: ND indicates analyte was analyzed for but not detected at given detection limits.
L indicates low surrogate recovery values.

NA indicates not analyzed for given parameter
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Table 2. urv

Well 1.D,

CL+1
CL-4
CL-5
GS-1
GS-2

GS-3

nd

T.O0.C.

Elevation

437
434
4.02
5.00
4.98

4.76

Depth to
Water
4.20

4.34

3.81

4.96

4.93

4.66

men -22-90

Water
Elevation
0.17

0.00

0.21

0.04

0.05

0.10
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